
Materials

• all types of veneer

• open and closed-pore hardwoods 
(solid wood)

• reduced dust contamination means 
that you can sand different materials 
without changing the abrasive belt

Workpieces

• parts of furniture

• elements for the interior of buildings

• doors, doorframes and panels

• boatbuilding parts

New abrasive paper  
for woodworking – BW 110

The semi-open coating of BW 110, in conjunction 
with its very sharp aluminum oxide abrasive grain, 
leads to high stock removal rates with constant  
surface qualities.

The semi-open coating of BW 110, in contrast to 
open-coated products, is characterized by an even 
sanding pattern, particularly when sanding deman-
ding solid wood surfaces.

Compared to sanding tools with closed coatings,  
BW 110 does not load prematurely with sanding 
dust.  

The strong but supple paper backing is an outstan-
ding match for the sensitive sanding pad designs of 
modern wide belt sanding machines.

With its antistatic finish, BW 110 satisfies the most 
stringent requirements of a modern sanding belt.

Whether it is used on continuous 3-shift industrial 
duty, by hand or with a portable sanding machine 
BW 110 is the right technical and economic solution 
for your operation!

Product Description

Applications

Product benefits

A b r a s i v e s

Type BW 110
Grain aluminum oxide, tough and sharp
Bonding Resin, antistatic
Backing E-weight paper
Coating semi-open
Grit range P 60 - P 220

Tool forms
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